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CONSTRUCTION DETAILS

INSTALL 40 FT. WOOD POLE WITH NEMA SIZE 6 POLE MOUNTED CABINET, 15 FT. LIGHTING
BRACKET ARM, 250 WATT HPS LUMINAIRE WITH PHOTOCELL, PROPOSED VIDEO DETECTION
CAMERA, PUSHBUTTON AND SIGN BACKGUY AND ANCHOR ASSEMBLIES., ELECTRICAL UTILITY
SERVICE EQUIPMENT, 2 IN. RISER FROM THE BOTTOM OF WOOD POLE TO BOTTOM OF CABINET,
3 IN PVC CONDUIT RISER, AND 3 IN. TRENCHED STUB OUT CONDUIT BEND AT BASE OF POLE
(NOTE: 3 WI 1—CONDUCTOR NO. 4 A.W.G SERVICE CABLE).

INSTALL 4 WOOD POLE WITH PUSHBUTTON AND SIGN. NECESSARY BACKGUY AND  ANCHOR
ASSEMBL IES.

INSTALL 378 IN. SPAN WIRE WITH TETHER WIRE AND SIGNAL HEADS AS SHOWN.

INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED STUB 0OUT CONDUIT
BEND AT BASE OF WOOD POLE AND COIL UP 35 FT. OF SLACK CABLE 3 WIRE 1-CONDUCTOR
# 4 AWG. (PEPCO POLE # 776420-3144)

INSTALL 40 FT. WOOD POLE WITH 15 FT. LIGHTING BRACKET ARM,
WITH PHOTOCELL. PROPOSED VIDEO DETECTION CAMERA,
ANCHOR ASSEMBLIES.
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MAINTENANCE OF TRAFFIC PLAN - PHASE 3
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TRAFFIC SIGNAL PLAN

SABRA,WANG & ASSOCIATES, INC.

1504 JOH AVENUE

INSTALL 24 IN. WHITE., HEAT APPLIED, THERMOPLASTIC PAVEMENT MARKING TAPE FOR STOP LINE.
INSTALL 12 IN. WHITE., HEAT APPLIED, THERMOPLASTIC PAVEMENT MARKING TAPE FOR CROSS WALK.
INSTALL HANDHOLE.

INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED

INSTALL GROUND MOUNTED SIGN ON 4 IN. X 6 IN. WOOD SUPPORT

SUITE 160
BALTIMORE, MD 21227
(410} 737-8564
WWW.SABRA-WANG.COM

___Sé:CHIEF TRAFFC ENGINEERI DESIGN DT%SION
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TRAFFIC ENGINEERING DESIGN DIVISION

TEMPORARY TRAFFIC SIGNAL ON MD 410 AT THE
BOX CULVERT OVER THE TRIBUTARY OF ROCK CREEK
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